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FIXED FILTRATION UNIT

CH-5000

See price list section for all prices. For any  questions: 1 800 915-5535 or info@pollucontrol.ca 3.2

DESCRIPTION

SELF-CLEANING SYSTEM

OPTIONAL POLYESTER FILTER  (POLY-3000)

AVAILABLE MODEL

OPTIONAL FAN (MV21-575)

- Ideal for two or three �xed welding stations with capture arm
- 11ga steel plate casing
- Baked electrostatic blue paint �nish
- 2 Filters: 13.8" Ø X 30", 80% cellulose & 20% polyester with �re   
  retardant coating (CELL-3000-FR) and 99.5% e�ciency 
  between 0.2μ and 2μ
- Pressure gauge indicating �lter status
- Easy to change �lter 
- Hopper with 10 gallon barrel (PB-10-GA) 
- Silent operation
- Size: 24"x 37" X128" / 600 lbs
- Fan (MV41-575) 5 H.P., 575V / 3 Phases / 60Hz / 2200 CFM @ 1" water

- Automatic timer activated system
- Pulse-jet compressed air cleaning system removes dust   
  particles on the �lter wall
- Increases �lter life expectancy
- Enhances �ltration and aspiration system e�ciency

- 100% Spunbond nonwoven polyester
- Can be washed in water
- E�ciency of 99.93% between 0.2μ and 2μ
- Improves performance during use, creating fewer sparks 

- Fan 3 H.P., 575V / 3 Phases / 60Hz / 1200 CFM @ 1" water

CODE

CH-5000

1 YEAR
WARRANTY
ON PARTS

DESIGNED AND MANUFACTURED IN CANADA


